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Abstract  In order to prepare hollow latex particles with optimum morphology based on osmotic swelling principle, three-
layer core/shell latex particles with 40 wt% MAA in the core were first prepared via multistep seeded emulsion 
copolymerization, in which monomers were added by a semi-continuous process with monomer addition under two different 
forms: pure monomers’ mixture (monomer addition), and pre-emulsified monomers (pre-emulsion addition). Then, the 
hollow latex particles with different morphologies were obtained after alkali post-treatment. Influences of the monomer 
feeding mode on the emulsion polymerization and the particle morphology were investigated. Results showed that the pre-
emulsion addition could significantly improve the polymerization stability in each step, and greatly enhance the uniformity of 
shell encapsulation. The sizes of the core and core/shell latex particles obtained by the pre-emulsion addition were smaller 
and more uniform than those synthesized by the monomer addition, and the hollow latex particles with intact morphology 
were generated by alkali post-treating of the core/shell latexes prepared from the pre-emulsion addition. As the core size 
increased, the morphology of the post-treated particles underwent evolution from hollow to collapse. Moreover, the 
mechanism of the particle morphological evolution was proposed. 
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INTRODUCTION 

For the past decades, great effort has been made to prepare polymer particles with specified morphologies and 
various functions owing to their theoretical significance and practical values. Hollow polymer particles with low 
density and excellent optical properties have shown great commercial value as plastic pigment, and their 
potential applications in nano-reactors, diagnostics, encapsulation, controlled release and stimuli-responsive 
systems have drawn great attention[1−3]. 

Since the publication of the initial patents describing hollow latex particles, there has been continuous effort 
extended to the synthetic techniques and applications[4, 5]. One prominent synthetic approach to hollow particles 
is based on osmotic swelling, and the earliest process for making hollow latex particles by this mechanism was 
developed by Kowalski and his colleagues[6, 7]. The typical processes mainly include the synthesis of core/shell 
latex particles and the expansion of these particles through creating ions in the core under the appropriate 
conditions, and this process was subsequently improved by Vanderhoff [8] and Okubo et al[9, 10]. 

It has been demonstrated that unsaturated carboxyl monomers, such as acrylic acid (AA) and methacrylic 
acid (MAA), play an important role in the free radical emulsion copolymerization not only for the 
polymerization stability but also for the final particle morphology and latex properties. Ceska first revealed the 
effect of unsaturated acids on the surfactant-free emulsion polymerization of styrene (St) and St-butadiene, and 
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found that the acid monomers played a critical role in the particle nucleation and the latex stability[11, 12]. 
Subsequently, Shoaf and Poehlein studied the partition of MAA and AA among the three phases of water, the 
latex particle and the monomer droplet, and the kinetics of emulsion copolymerization of St with AA[13−15]. 
Okubo investigated the influence of MAA content on the secondary nucleation during the incorporation of 
nonionic emulsifier inside carboxylate polymer particles[16]. We have also studied the effects of carboxyl content 
and its distribution in the soap-free emulsion copolymerization of methyl methacrylate, ethyl acrylate and MAA, 
and found that the uniform particles with controllable size and porous morphologies could be obtained according 
to the preparation conditions[17, 18]. 

In the preparation of hollow latexes based on osmotic swelling approach, many factors including 
polymerization recipe and feeding mode in each step, as well as post-treatment condition would interactionally 
affect the formation of hollow structure, and among these, the unsaturated carboxyl monomer is essential for the 
generation of hollow structure. In our previous work, hollow latex particles with different compositions and 
different morphologies were prepared via multistep seeded emulsion copolymerization followed by alkali post-
treatment[19−21]. It was found that the type and content of carboxyl monomers had significant effects on the 
emulsion polymerization process and the final particle morphology. When the MAA content exceeded 30 wt% of 
the total monomers in the core preparation, it was difficult to prepare uniform multistage core-shell particles, and 
the morphologies including solid, deficient swelling, hollow and collapsed particles were coexistent after the 
alkali-treatment. Recently, well designed three-layer hydrophilic-hydrophobic core-shell latex particles were 
prepared via multistep soap-free seeded emulsion polymerization, but the MAA content in the core preparation 
was limited to 25 wt% or lower[22, 23]. In this article, with the aim to better understand the effects of carboxyl 
content and the mechanism involved, different monomer feeding modes were used to prepare the three-layer 
core/shell latex particles with 40 wt% MAA of the monomers in the core latex preparation, and the resulted 
core/shell latex particles were then post-treated with alkali to obtain hollow latex particles. The effect of 
monomer feeding mode on the stability of polymerization process and the morphology of latex particles were 
investigated, and the influence of core size on the morphology was also discussed.  

EXPERIMENTAL 

Materials 
Methyl methacrylate (MMA), butyl acrylate (BA), methacrylic acid (MAA) and styrene (St), all A.P. grade of the 
First Chemical Reagent Factory, Tianjin, China, were purified by distillation under reduced pressure and stored 
in refrigerator. Ethylene glycol dimethacrylate (EGDMA) (98.0% purity, Alfa Aesar, Tianjin, China), divinyl 
benzene (DVB) (m- and p-mixture ca. 55% in ethyl vinyl benzene, and diethyl benzene, J&K Scientific, Beijing, 
China), sodium dodecyl sulfate (SDS), alkylphenol polyoxyethylene (10) ether (OP-10), and sodium hydroxide 
(NaOH) were used without further purification. Ammonium persulfate (APS) (A.P. grade, Aijian Modern 
Reagent Factory, Shanghai, China) was purified by recrystallization twice in water before use. Distilled and 
deionized water was used throughout this work. 

Preparation of Multistage Core/Shell Latexes 
The three-layer core/shell latexes were prepared by multistep seeded emulsion polymerization with different 
semi-continuous monomer feeding modes, and the typical recipes are listed in Table 1. The emulsion 
polymerization was carried out under a nitrogen atmosphere in a four-necked 250 mL round-bottom flask 
equipped with an inlet of nitrogen gas, a reflux condenser, an electric mechanical stirrer and a thermometer, and 
the stirring speed was fixed at around 250 r/min throughout the process. The preparation routes include three 
sequential steps of core, interlayer and shell preparations. 

Pre-emulsion addition 
The carboxyl-containing core latexes were prepared as follows. 40 g of H2O, 0.22 g of SDS, 0.67 g of OP-10 and 
all of the mixture of MMA, MAA and EGDMA were first charged into a flask and stirred for 10 min by a high-
speed mixer (Ultra-Turrax T25, Ikea) to obtain monomer emulsion. Then, 4 g of the monomer emulsion, 60 g of 
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H2O, 0.10 g of APS and 0.02 g of SDS were charged into the reactor, and after polymerizing at 80 °C for 40 min, 
the residual monomer emulsion and solution of APS (0.30 g of APS dissolved in 25 g water) were 
simultaneously drop-wise added into the reactor at 80 °C within 5 h. After that, the reaction system was heated to 
90 °C and maintained at this temperature for 30 min. Finally, the system was cooled down to room temperature. 

In the interlayer preparation, the mixture of MMA, MAA and St were first emulsified with SDS, OP-10 and 
5 g of H2O. Then, the core latex was diluted with 40 g of H2O, and the seeded emulsion copolymerization onto 
the cores was carried out at 80 °C by constant feeding the monomer emulsion and APS solution (APS dissolved 
in 10 g water) simultaneously into the diluted core latex within 45 min, and maintained for 40 min. 

 
Table 1. Typical recipes of the three-layer core/shell latex preparation via multistep emulsion copolymerization 

Ingredients Core (g) Interlayer (g) Shell (g) 
MMA 26.80 7.32 0 
MAA 17.80 0.84 0 

St 0 2.00 23.60 
BA 0 0 0.90 

EGDMA 0.25 0 0 
DVB 0 0 0.90 
SDS 0.24 0.025 0.1 

OP-10 0.67 0.075 0.15 
APS 0.40 0.15 0.25 

Water 125 55 35 
Core latex a − 25 − 

a Core latex represents the emulsion prepared according to the core recipe.  
 

The shell monomer mixture of St, BA and DVB was first emulsified with SDS, OP-10 and 20 g of H2O, and 
the monomer emulsion and APS aqueous solution (APS dissolved in 15 g water) were then simultaneously drop-
wise added into the system at 90 °C within 3 h to form the outer shell of the particles. After additional 90 min, 
the system was cooled down to room temperature to obtain the three-layer core/shell latex. 

Monomer addition 
The carboxyl-containing core latex was prepared via the monomer addition as follows. 2 g of the monomer 
mixture, 100 g of H2O, 0.10 g of APS, SDS and OP-10 were first charged into the reactor and polymerized at 
80 °C for 40 min, and then the residual monomer mixture and solution of APS (0.30 g of APS dissolved in 25 g 
water) were simultaneously dropwise added into the reactor at 80 °C within 130 min. Then, the reaction system 
was maintained at 90 °C for 30 min. 

In the following interlayer and shell preparation, the core latex prepared by the pre-emulsion addition was 
employed as seed. And based on the recipe in Table 1, the monomer mixture was directly drop-wise added into 
the system in the preparation of interlayer and shell of the core/shell latex particles. The procedure and 
conditions were the same with those of the pre-emulsion addition. 

Alkali Post-treatment 
30 g of the three-layer core/shell latex was first charged into a reactor which was immersed in a water bath at 
90 °C, and certain amount of 10 wt% NaOH aqueous solution was added into the reactor to keep the mole ratio 
of NaOH to the total MAA in the core and interlayer preparation at 1.3:1. After 2 h of treatment, the latex was 
cooled down to ambient temperature. 

Characterization 
Monomer conversion was measured by gravimetric analysis. The hydrodynamic diameter (DDLS), polydispersity 
index (PDI), and zeta potential (ζ) of the latex particles were measured on Zetasizer 3000HS (Malvern, UK) at 
25 °C. The number-average diameter (DTEM) and morphology of the dried latex particles were characterized 
using transmission electron microscopy (TEM, JEOL JEM-2100EX, Japan) at 70 kV. The samples used to do 
TEM observations were prepared as follows: the latex was first diluted with water to the solid content about       
1 wt%, and then mounted on carbon-coated copper grids and dried overnight at room temperature. 
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RESULTS AND DISCUSSION 

Influence of Monomer Feeding Mode on the Core Latex Preparation 
In the hollow latex preparation, osmotic pressure resulted from carboxyl groups in the alkali post-treated process 
is the driving force to form void structure, meaning that increasing the unsaturated acid content could improve 
the swelling degree and get a larger void. We have studied the morphological evolution of hollow latex particles 
with the MAA content from 10−30 wt% in the core preparation, and found that more MAA content would cause 
the system unstable and easy to coagulate[19]. In order to further increase MAA content, two semi-continuous 
monomer feeding modes, monomer addition and pre-emulsion addition, were employed to prepare P(MMA-
MAA-EGDMA) core latex particles with 40 wt% MAA content, and results are given in Table 2 and Fig. 1.  

 
Table 2. Influence of monomer feeding mode on the core latex properties 

Monomer feeding mode Conversion (%) DDLS (nm) DTEM (nm) PDI ζ (mV) 
Pre-emulsion addition 99.53 172 157 0.003 −53.0 

Monomer addition 99.34 436 226 0.263 −31.4 
 

              
 

Fig. 1  TEM photos of the P(MMA-MAA-EGDMA) core latexes prepared with 40 wt% MAA using different 
semi-continuous monomer feeding modes: (a) pre-emulsion addition and (b) monomer addition 

 

In the monomer addition, the emulsion polymerization process was unstable, and important coagulation was 
formed during the polymerization. The relatively bigger size, broader diameter distribution and higher zeta 
potential (−31.4 mV) of core latex particles shown in Table 2 also indicated the instability of the latex. While in 
the pre-emulsion addition, since the monomer mixture was pre-emulsified before feeding into the reaction 
system, the emulsion polymerization process performed smoothly without any coagulation. The diameter of the 
dried particles was only 157 nm with very narrow size distribution, and the zeta potential reached −53.0 mV, 
indicating that the pre-emulsion addition was much better than the monomer addition for the preparation of the 
core latex. This is because in the pre-emulsion addition, the monomer mixture was emulsified into very small 
droplets, and when this monomer emulsion was fed into the system, on one hand, the fluctuation of monomer 
concentration was significantly diminished, and on the other hand, surfactants was continuously introduced with 
a constant ratio to monomers, which could make the emulsion polymerization system more stable and be 
propitious to the transference of monomer molecules from monomer droplets to the latex particles where the 
polymerization was carried out. 

It is notable that the core particles obtained from the monomer addition were interconnected and exhibited 
no spherical structure (Fig. 1b). The reason might be that in this process, the polymer chains/segments with high 
carboxyl groups were easy to migrate towards the aqueous phase to form “long hair” on the surface of latex 
particles, which led to the entanglement of the “hairs” and the aggregation of core particles under the TEM 
observation. And this “long hair” structure of the core particles was also confirmed by the great difference 
between DDLS and DTEM. While in the pre-emulsion addition, since most of the monomer mixture was co-fed into 
the system in the form of small droplets together with most of surfactants, the amphiphilic surfactant molecules 
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were easily transferred and absorbed onto the latex particle surface, which was beneficial to prohibit the 
migration of polymer chains/segments with high carboxyl groups towards the aqueous phase. So, the difference 
between DDLS and DTEM was reduced significantly, and spherical and uniform core particles were obtained      
(Fig. 1a). Therefore the pre-emulsion addition was used to prepare the core latex in the following multistep 
emulsion polymerization. 

Influence of Monomer Feeding Mode on the Morphology of Core/Shell and Hollow Latex Particles 
Using the P(MMA-MAA-EGDMA) core latex particles prepared via pre-emulsion addition as seeds, three-layer 
core/shell latexes were synthesized by semi-continuous seeded emulsion polymerization with different monomer 
feeding modes. Experiments showed that the seeded emulsion polymerization performed much more smoothly 
both in interlayer and shell preparations using the pre-emulsion addition instead of the monomer addition, in 
which some coagulation always generated. 

As Table 3 and Fig. 2 demonstrated, although all of the cores were encapsulated in the seeded emulsion 
polymerization, differences in the latex property and particle morphology were remarkable for the different 
monomer feeding modes. In comparison to the core/shell particles from the pre-emulsion addition, the core/shell 
particles from the monomer addition had larger diameter, higher zeta potential, and tended to gather together, 
and the encapsulation was not uniform (Fig. 2b). This was due to the interpenetration of core and shell polymer 
segments, which resulted from the great polarity difference between the hydrophilic core and hydrophobic shell. 
In the seeded emulsion polymerization, the hydrophilic core polymer segments had a strong tendency to migrate 
towards aqueous phase, and at the same time, the hydrophobic monomers and their polymers were likely to 
diffuse into the core, which led to the interpenetrating of core and shell polymer segments and resulted in the 
uneven encapsulation and aggregation. While in the pre-emulsion addition, the co-feeding amphipathic 
surfactants acted as a barrier on the particle surface to isolate the particle from the aqueous phase, and 
consequently decreased the trend of hydrophilic core polymer segments to migrate toward the aqueous phase 
leading to the interpenetration of the core and shell polymers. Moreover, the monomer mixture was emulsified 
into small droplets for feeding, which remarkably improved the monomer transfer efficiency to the interface and 
effectively enhanced the encapsulation uniformity.  

 
Table 3. Influence of monomer feeding mode on the core/shell latex properties 

Monomer feeding mode Conversion (%) DDLS (nm) DTEM (nm) PDI ζ (mV) 

Pre-emulsion addition 99.53 293.7 284.9 0.0587 −34.8 

Monomer addition 99.31 348.0 292.2 0.0188 −24.2 
 

              
 

Fig. 2  TEM photos of the P(MMA-MAA-EGDMA)/P(MMA-St-MAA)/P(St-BA-DVB) core/shell latexes 
prepared using different monomer feeding modes: (a) pre-emulsion addition and (b) monomer addition 

 
Another significant difference was also identified in TEM photos (Fig. 2). There is a void in the center of 

each core/shell particles from the pre-emulsion addition, while only a few of the core/shell particles from the 
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monomer addition have a void. This void structure was also observed by Vanderhoff et al[8]. It is believed that 
since the hydration of carboxyl groups of the core polymer, the core was actually swelled with water, and the 
swollen core was encapsulated by shell polymer in the seeded emulsion polymerization. Under the TEM 
observation, if the encapsulation is efficient enough, the encapsulated water could be diffused through the shell 
from the core into ambient, leaving a void in the center of the particle. Compared to the pre-emulsion addition, 
the monomer addition in the seeded emulsion polymerization could not avoid the interpenetration between core 
and shell polymers to form uniform encapsulation for most of the cores, and as a result, only a few particles with 
a center void were generated under TEM observation. 

The three-layer core/shell latexes were alkali post-treated, and TEM photos of the resulted hollow latexes 
are given in Fig. 3. The hollow structure of the particles from the pre-emulsion addition was much more intact 
and uniform than that of the particles from the monomer addition. No doubt, these diverse morphologies of the 
post-treated particles resulted from the different encapsulation efficiency in the seeded emulsion polymerization. 
As we know, osmotic pressure, the swelling force in the alkali post-treatment process, was generated by the ionic 
strength gradient between the core and the aqueous phase. In comparison to the core/shell latex particles from 
the pre-emulsion addition, the core/shell particles from the monomer addition were not uniform, and the uneven 
encapsulation and the interpenetration of core and shell polymers would cause the asymmetrical swelling force 
in the alkali post-treatment, which certainly led to the mussy morphology of the final hollow latex particles.  

 

              
 

Fig. 3  TEM photos of the alkali post-treated latexes from the three-layer core/shell latexes prepared using 
different monomer feeding modes: (a) pre-emulsion addition and (b) monomer addition 

Influence of Core Size on the Core/Shell and Hollow Latex Particles 
Besides the carboxyl content in the core, the core size is another factor to affect the encapsulation efficiency of 
the core in the multistep emulsion polymerization as well as the morphology of the hollow latex particles. With 
the same MAA content of 40 wt% and according to the recipes listed in Table 1, the core latexes with different 
particle sizes were prepared by adjusting the SDS amount using the pre-emulsion addition, and results are listed 
in Table 4. As expected, both the hydrodynamic diameter (DDLS) and the diameter (DTEM) of the core latex 
particles decreased with the increase of SDS amount, and the size distribution was very narrow. 

 
Table 4. Influence of SDS amount on the core latex properties  

SDS (g) Conversion (%) DDLS (nm) DTEM (nm) PDI ζ (mV) 

0.240 99.31 172 157 0.0030 −53.0 

0.235 99.25 184 164 0.0094 −41.3 

0.230 99.17 203 188 0.0257 −41.5 
 
Keeping the mass ratio of core/interlayer/shell constant as shown in Table 1, encapsulation of the cores was 

conducted using the pre-emulsion addition to prepare three-layer core/shell latex particles. The diameter of 
core/shell particles increased with the growth of core size as shown in Table 5. As Fig. 4 demonstrated, all of the 
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core/shell particles prepared from different core sizes presented intact morphology and the encapsulation 
uniformity. 

 
Table 5. Influence of core particle size on the core/shell latex properties 

Core size (DTEM, nm) Conversion (%) DDSL (nm) DTEM (nm) PDI ζ (mV) 

157 99.31 294 283 0.0587 −34.8 

164 99.25 323 302 0.0491 −40.3 

188 99.17 347 333 0.0081 −37.9 

 

 
 

Fig. 4  TEM photos of the core/shell latexes prepared from the core latexes with different particle sizes: 
(a)157 nm, (b)164 nm and (c)188 nm 

 

The above core/shell latexes were post-treated with alkali under the same condition, and TEM photos of the 
obtained hollow latexes are given in Fig. 5. It is clear that the morphology of the post-treated latex particles is 
very sensitive to the core size. The particles prepared from the smallest cores with 157 nm have intact hollow 
structure (Fig. 5a); when the core size increased to 164 nm, some collapsed particles were observed (Fig. 5b), 
and if the core size reached 188 nm, nearly all of the particles collapsed to form a bowl-like morphology        
(Fig. 5c). This morphological difference must result from the different driving force to form hollow structure. 
Bigger core particles contained more carboxyl groups, implying stronger driving force generated in the alkali 
post-treatment process, which could make the post-treated latex particles collapse under the TEM observation. 

 

           
 

Fig. 5  TEM photos of the alkali post-treated latexes prepared from the core latexes with different particle sizes: 
(a) 157 nm, (b) 164 nm and (c) 188 nm 

CONCLUSIONS 

Different semi-continuous monomer feeding modes were employed in the preparation of three-layer core/shell 
latexes with 40 wt% MAA in the core preparation, and the hollow latexes were prepared via multistep seeded 
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emulsion polymerization followed by alkali post-treatment. As compared with the monomer addition, the pre-
emulsion addition not only significantly improved the polymerization stability in each step, but also greatly 
enhanced the uniformity of shell encapsulation to obtain the hollow latex particles with intact morphology. The 
morphology of the post-treated latex particles was very sensitive to the core size, and with the increase of the 
core size, the post-treated particles underwent different morphologies from hollow to collapse. Under the 
condition of high MAA content and pre-emulsion addition, adjusting the core size was a convenient way to 
control hollow particle morphology. 
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